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INTRODUCTION VISION CONTROLLER MANUAL

ABOUT THIS MANUAL

This manual is designed to provide you with information about your Vision Series 3
Controller. This manual does not attempt to teach you how to engrave or rout, how to
use a computer or how to use your engraving or signmaking software. While it does
discuss the Vision and Vision PRO software, any information beyond that will be found
in their respective manuals. Some previous knowledge of engraving terms and the sign
making or engraving process is assumed. For information on your individual computer
system see your computer’s users manual or contact your computer distributor. For
information regarding the specific software that drives your engraving/routing system,
see the manual for the individual software package you are using.
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SAFETY

Caution:
To reduce the risk of electric shock, do not remove the top cover with the power cord
plugged in.

There are no user serviceable parts inside the controller. Please contact qualified
service personnel for service issues.

*Note: The Vision Controller has externally replaceable fuses. If you need to replace a
fuse, refer to the maintenance section of this manual.

Safety Tips:

1. To avoid electric shock or equipment damage, ensure that the control unit is
connected to the appropriate electrical source as noted in the installation procedures.

2. Never operate the equipment with damaged or frayed power cords, loose
connections, or exposed extension cords where someone will walk on the cord and
create a tripping hazard.

3. Make sure to hold the plug, not the cord, when disconnecting the controller from an
electrical socket or power source.

4. Openings are provided in the case for ventilation. Do not cover the openings or place
the controller in an environment where the openings may become blocked.

5. Never insert anything into the ventilation openings. Doing so may create a danger of
electric shock.

6. Place the controller in a location with low humidity and a minimum of dust. Follow the
maintenance instructions for proper cleaning of the controller air filter.

7. Do not expose the control unit to rain or use it near water. You can clean the
controller with a damp cloth but be sure to unplug the unit first.

8. If your control unit does not operate properly; in particular, if there are any unusual
sounds or smells coming from it, immediately unplug it and contact a Vision service
technician or your local Vision distributor.

9. Unplug the controller when it is going to be left unused for an extended period of
time.

10. Before any servicing, disconnect the power cord.
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SETUP

SETUP

Cabling the Vision Controller
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1. Connect the supplied network cable to the plug marked ‘NETWORK’ on the
back of the Vision controller. Please see the next section in this manual labeled
‘Cabling to your PC’ for information on how to connect the other end of this
cable to your PC.

2. Connect the 25-pin engraving table cable to the plug marked ‘TABLE’. Plug the
other end of this cable into your engraving table.

3. Connect the cable with the round plug from the engraving table to the port
marked ‘SPINDLE’ (NOTE: This cable/plug is not included with the Phoenix
Engraver or the MAX Engraver).

4. Connect the thin gray auxiliary plug (extending from the auxiliary power box) to
the port marked ‘AUX’. (NOTE: This is an optional auxiliary power box used
only with a vacuum chip removal system. If a vacuum chip removal system is not
required, there is no need for the auxiliary power box).

5. Connect the black power plug (extending from the auxiliary power box to your
wall outlet.

6. Connect the power cord from your accessory item (such as a vacuum
system) to one of the two plugs in your auxiliary power box.

7. If you purchased the optional hand held pendant, connect the round connector
from the Pendant to port marked ‘PENDANT'.

8. Connect the power cord from the 110v power source to the 3-prong connection
to the right of the ON/OFF switch. Note: If your system is configured for 220
volts, a yellow 220 volt label will be affixed to the back of your controller.
See figure below to switch voltages. If there is not a 220 volt label on the
back of your controller, do NOT plug 220 volt power into the machine as
this will cause serious damage.

9. For systems that include a high frequency spindle motor, plug the cable
from the high frequency spindle box into the port marked ‘High Freq'.

10. The ‘Aux Table’ plug is used only for specialty tables such as dual headed
machines.

11. The ‘Serial’ plug is used only in the event that no network connection is
available to use the engraver with. In this case, use a 9 pin female to 9
pin female null modem cable to connect from the Vision controller to your
computers serial port. Note: This is only used if you are not using the
network connection on the Vision controller.

NOTE: Make sure you turn the power switch on before you attempt to run
your engraver.
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Cabling to your PC

USING A NETWORK CONNECTION

There are two different types of network connection methods that can be used for the
Vision controller. Connect the supplied network cable to the plug marked ‘NETWORK’
on the back of the Vision controller. The other end of the network cable connects in one
of two ways.

Connection through a network:

If you are connecting the Vision controller to a NETWORK SERVER, plug the network
cable directly from the Vision controller into a network port. When the controller is
turned on, it will automatically receive an IP address from the network server it is
connected to.

Direct connection to the PC

If you are connecting the Vision controller DIRECTLY TO A PC and not through a
network server, please attach the supplied network crossover adaptor to the end of the
network cable. Then plug the adaptor directly into the network connection in the back
of your PC. The IP address will need to be manually entered into the Vision controller.
To do this, follow the steps below:

—_

Turn the Vision controller on. After a few seconds, the controller will boot up.

2. Press the Menu button on the front panel.

3. Press the Z down jog button two times to scroll by page.

4. The cursor will be on Ethernet Settings. Press the Enter button on the
controller.

5. The cursor will be on Specify IP. Press the Enter button on the controller.

6. Press the EXIT button on the controller to specify an IP address.

7. Using the number pad on the Vision controller, type 192 and press Enter

8. Type 168 and then Enter.

9. Type 5 and then Enter.

10. Type 101 and then Enter.

11. The Enter NetMask screen will show on the LCD screen. Type 255 and then
Enter.

12. Type 255 and then Enter.
13. Type 255 and then Enter.
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14. Type 0 and then Enter.

15. Press the Exit button on the controller two times. The IP address is now set in
the Vision controller.

USING A SERIAL CONNECTION

If you cannot connect the Vision controller to the PC through a network
connection, you can use a serial connection. Connect the 9 pin female to 9 pin
female null modem cable from the Vision controller to your computers serial port
shown in the picture below.

9-PIN

10
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CONFIGURING THE PC

When using a network connection through a network server, there is no configuration
required with the PC so you can skip this section. If you are connecting the Vision
controller directly to the PC using a network connection, you must configure the
Windows© network settings. The settings are different depending on which version of
the Windows© operating system you are using. Please follow the instructions below for
the correct version of Windows®© is on your PC.

Windows XP:
1. If there is a My Network Places icon on your main Windows®© screen, go to step
3 below.

2. If there is no My Network Places icon on your main Windows®© screen, click on
the Start button at the lower left corner of the Windows screen.

Right click on My Network Places and go to Properties.

Right mouse click on the Network Connection in the right side and select

Properties.
i x|
J File Edit  View Favoribes  Tools  Advanced  Help | #'

J o back = £ - ;i | ' Search Folders | [~
| Address [ network Connections =l e

Local Area Connectio

Network Tasks E3 Disable
Status
[E] create anew Repair

conneckion

& Change Windows
Firewall settings

ﬂ__ Disable this netwaork,
device

% Repair this connection

Iim Renarne this connection MI

& View status of this
conneckion

“hange settings of this
conneckion

Bridge Connections

Create Shorkcut
Delete
Rename

=
o™ U Y P, £

-_g Wigw or change settings For this connection, such as adapter, pratacal, or modem configuration s 2

5. Highlight the Internet Protocol (TCP/IP) and click on Properties.

11
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-l Local Area Connection Properties

General | Authentication | Advanced I

Connect using:

I B8 IntellR) PRO/1000 MT Netwark Conr

Thiz connection uses the following items:

2l

% Client for Microsoft Networks
.@ File and Printer Sharing for Microsoft Metwarks
o8 0105 Packet Scheduler

across diverse interconnected network s,

' ritemet Protocol [TCP/P)
Install... | Wrinstall Froperties
r— Description b

Tranzmizsion Control Protocal/ntemet Protocal. The default
wide area netwaork protocal that provides communication

¥ Show icon in notification area when connected

IV Moty me when this conmection has limited o no connectivity

ok |

Cahcel |

6. Select “Use the following IP address:".

IP address and Subnet mask.

Internet Protocol {TCP/IF} Properties

General |

“Y'ou can get [P zettings assigned automatically if your network, supports
thiz capability. Othenwize, you need to ask your network. administrator for

the appropriate [P sethings.

" Dbtain an IP address automatically

f=]

2]

—* Uze the following IP address:

Default gateway:

|IP address: 192 168 . &5 .100
Subnet mask: I 285 285 285 . N0

£ Obtain DS server addiess automatically

—% ze the following DNS server addreszes:

Preferred DMS server:

Alternate DMS server

Advanced... |

Cancel |

Enter the numbers shown below for the

7. Click OK and the click Close.

12
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PC CONFIGURATION

Windows 2000:

1.
Properties.

N

Properties.

"% Network Connections

Right click on My Network Places from the Windows© desktop and go to

Right mouse click on the Network Connection in the right side and select

=10| x|

J File Edit ‘Yiew Fawvorites Tools  Advanced Help

| &

Falders | -

J o Back ~ £3 - i | ! Search

J Address IQ Metwark Cannections

EE

Network Tasks &

Create a new

conneckion

& Change Windows
Firewall settings

& Disable this netwark
device

=

% Repair this connection
Iim Renarne this connection

¥ Miew status of this
conneckion

Change settings of this
conneckion

il

-J Wigw or change settings For this connection, such as adapter, pratacal, or modem configuration s 2

T TN P ES

Local Area Conneckiol

Disable
Status
Repair

Bridge Connections

Create Shorkcut
Delete
Rename

[ i,

3. Highlight the Internet Protocol (TCP/IP) and click on Properties.

LAN Properties
General | Sharingl

Connect using:

I Si5 900 PCI Fast Ethernet Adapter

Components checked are used by this connection;

Clignt for Microzaft Networks
File and Printer Sharing for Microsaft Metwaorks

3 riternet Pic TCPAR)
Install... Uninstall Properties
— Description

wide area network, protocal that provides communication
acrozz diverse interconnected netwaorks.

Tranzmizzion Control Pratocal/ntemet Protocal. The default

V¥ Show icon in taskbar when connected

ok |

Cancel |

4. Select “Use the following IP address:".

IP address and Subnet mask.

Enter the numbers shown below for the

13
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Internet Protocol (TCP,/IP) Properties =Y x|

General |

“Y'ou can get [P zettings assigned automatically if your network, supports
thiz capability. Othenwize, you need to ask your network. administrator for
the appropriate [P sethings.

" Dbtain an IP address automatically
—* Uze the following IP address:

|IP address: 192 168 . &5 .100
Subnet mask: I 285 285 285 . N0

Default gateway:

£ Obtain DS server addiess automatically

—% ze the following DNS server addreszes:

Preferred DMS server: I . . .

Advanced... |

Alternate DMS server

Cancel |

5.

Click OK and the click Close.

Windows 98, ME or NT:

14

1.
2. Highlight TCP/IP and click on Properties.

Right click on Network Neighborhood and go to Properties.

Hetwork EE

Configuration | Identificatinnl Accesz Eontroll

The fallowing network components are installed:

Client for Microzaft Metwaorks

B8 SMC EZ Card 104100 PCI[SMC1211 Series)
_____ TCRAP

=1 File and printer sharing for Microzaft Metworks

Add... | Remove | Froperties I}J
Primany Metwork, Logon:
Client for Micrazoft Networks j

File and Print Sharing. . |

Dezcription

TCPAP iz the pratocal you use to connect to the Intermet and
wide-area networks.

] I Cancel
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3. Click on the IP Address tab.
TCP/IP Properties e

Bindings | Advanced | NMetBIDS |
DMS Canfiguration | Gateway | WiMS Configuration  |P Address

An |P address can be automatically assigned to thiz computer.
IF paur network, does nat autamatically azzign [P addresses, ask
your nebwork, administrakor for ah address, and then tepe it in
the zpace below.

¢ Obtain an IP address automatically

& Specify an IP address:

IPAddess: [192.168. 5 .100 |

Subnet Mask:  |255.255.255. 0 |

Canicel |

4. Select “Specify an IP address”. Enter the numbers shown above for the IP
address and Subnet mask.

5. Click OK.

Configuring Job Server for different Windows login usernames

If different Windows login users will be using the Job Server, the Job Server will need
to be configured one time for each new user. The steps are outlined below.

Login to Windows as the different user name.

Go to Start Programs, Vision Machine Tools, Machine Connections.

15
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Machine Tool Properties

The following kachine Toolz are zet up
an thiz compter:

1] | |
Add... Hemowe I F‘rnpertie&...l

TestIP... Help... | Cloze |

¥3.310.2

Select Add.

NOTE: When using Windows XP with service pack 2, the following message will
appear the first time that a machine is added. Select “Unblock” to continue.

dows Security Alert

To help protect your computer, Windows Firewall has blocked
some features of this program.

Do you want to keep blocking this program?

J Name: Run a DLL as an App
Publizher. Microsoft Carporation

Keep Blocking Unblack, Ask Me Later

windows Firewall has blocked this program from accepting connections from the
Internet or a network. IF you recognize the program or tust the publisher, pou can
unblock it When should | unblack & program?

Install New Machine Tool x|

Windaws will now by ta detect yaur Machine Toal. Befare
cantining. you should

1. Make sure the Machine Tool is attached to pour
computer and it is tumed an.

2. Quit any running applications that may be using
the Maching Toel fi.e. Connection Manage],

Click Mext when pou are ready to cantinue:

™ Dont detect my Machine Tool: | wil select it from a list

Bk [ Wews I Carcel |

If the Vision controller is connected with the network cable, click on Next. Ifitis

connected through a serial cable, skip to step 8.

16
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verify Machine Tool x|

You may select or unselect the Machins Taolslisted sbove by
clicking on the desid line item. Orice you have selected
which Machine Tocls you wish to add a connection ta, click
the FINISH button below.

Clear All

The Vision controller should be detected through the network connection and shown in
the Connection Name above. If you have multiple Vision systems connected on your
network or PC, multiple machines will be shown in the screen below. You can have an
unlimited amount of machines connected to one PC. Click Finish.

Machine Tool Properties i=1| x|

IEli The following M achine Tool: are zet up
BRC  onthis computer:

Vision 1624 [1435]

Kl | i

Add... Femowe | Prnpertie&...l

TestIP. .. | Help... | Cloze |

¥3.910.2

Select Close.

If the Vision controller is connected to a serial port instead of a network, continue here.

Install New Machine Tool x|

Windaws will now by ta detect yaur Machine Toal. Befare
cantining. you should

1. Make sure the Machine Toal is atiached to vou
computer and it s tumed on.

2. Quit any running applications that may be using
the Maching Toel fi.e. Connection Manage],

Click Mext when pou are ready to cantinue:

™ Dont detect my Machine Tool: | wil select it from a list

17



PC CONFIGURATION

VISION CONTROLLER MANUAL

Select “Don’t detect my Machine Tool; I will select it from a list” and click Next.

Install New Machine Tool

=, Click the model and connection information of your Machine Toal. If your
"EI Machine Toal is not listed, or if pou have an installstion disk, click Hawve Disk,

Models Connection information

Baud=57600, Parity=Even

Ethemnet Based Machine Tool

Have Disk...

< Back I Mext > FI Cancel |

x|

Select Default Machine and click Next.

Install New Machine Tool

= x

‘Y'ou have selected the following Maching Taal:

IV\sinn Machine

Select the COMM Port to use with this Maching

Communications Port [CORM1:]

Communications Port (SO 2]
Cornrunications Paort (COM3:]
Cormrunications Port (COR3:]

< Back I Next > I Cancel I

Enter a name for your Vision machine and select the Communications Port that the

machine is connected to. Click Next.

Install New Machine Tool

x|

Your Machine Tool has been set up successfully.

If you wart to change these seftings,
double-click the Machine Tools icon in Control
Panel, select this Machine Tool, and click
Properties.

< Back I Finish I:I Cancel

Click Finish.

18
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Machine Tool Properties

The following tachine Tools are et up
an thiz compter;

L | i
Add. Remove | Properies... |
TestF.. |  Hep. |  Cose |

439102

Select Close.

Go to Start, Programs, Vision Machine Tools, Job Server.

Right mouse click on the Job Server icon located in the lower left corner of the screen.
L 7

T OURDE@LS asem

Left mouse click on DNC.

HotWiakch. .. %

Jobtueue. ..
Digitize...
JobHistary.. .
JobMonitar.. .

About JobServer. ..
Shaow Session Lag. ..
Help. .. F1

Program Setkings. ..
Create Shorkcut. .

Go Offline

Exit

In the DNC Window, change the “Display files from this folder:” by clicking the three
dots to the right. Select the C:\Vision Machine Tools\Outbox\ folder per the picture
below. Click the X in the upper right corner of the DNC screen to close it.

19
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DNC = =10l x]
& &l
Dizplay files fran this folder:
IE:'\Vision Machine Tools 0 utboxy I _l
— Status
I Inactive...

Reset DWE |

— Pendant iew

Right mouse click on the Job Server icon in the lower right corner of the screen and left
click HotWatch.

DNC...

JobQueue. .. E!

Digitize...
JobHistory...
JobManitar,., .

About JobServer. .
Show Session Log. ..
Help. .. F1

Program Sethings. ..
Create Shorteut,.,

Go Offling

Exit

In the HotWatch Window, change the “Inbox” by clicking the three dots to the right.
Select the C:\Vision Machine Tools\Inbox\ folder per the picture below. Change the
“Outbox” by clicking the three dots to the right. Select the C:\Vision Machine
Tools\Outbox\ folder. Change the “Refresh Interval” to 4 seconds and put a check
mark next to “Activate HotWatch on startup of JobServer”. Click the X in the upper
right corner of the HotWatch screen to close it.

20
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PC CONFIGURATION

ovwaren ) S RIaTE
S HotWatch
Hatwiatch Falders:
InBos: IC:Wision tachine Tools\ nboxh _l
OutBox: IC:Wision Machine ToolsYJutbo:h _l

Refresh Interval: I _l;' Seconds

[v activate Hotw/atch on startup of JobServer
™ Empty DutBox onJobServer Exit

Status

I Active. .

Stop Hot'w atching

Right mouse click on the Job Server icon in the lower right corner of the screen and left

click Program Settings.

DNC...
HotWatch, ..
JobQueue. ..
Digitize...
JobHistory...
JobManitar,., .

About JobServer. .
Show Session Log. ..
Help. .. F1

Create Shorteut,.,
Go Offling

Exit

Change the “Job History Database” by clicking the three dots to the right. Select the
file called C:\Vision Machine Tools\JobHistory.mdb per the picture below. Change the
“Project File” by clicking the three dots to the right. Select the file called C:\Program
Files\Vision Machine Tools\Files\ProjectFileVis.etc. Add plt to the HPGL File

Extension box. Add cnc to the CNC File Extension box.
o x

r—dJob History Databa:
IC:\Vision tachine ToolshJabHistary. mdb D

Clear.Job History | Riepail Dalabase |

Praject Fil
’VIE “Program FilestYision Machine T ools\Files\ProjectFilelis stc . Settings. . ‘
i~ File Extension:
HPGL |D|t CHC: [one Mative: [usi Binany:
[~ Auto Preview on Job Info CAD Impart...

™ Launch.JobMonitor on Startup

—Host Diata Captur
Capture Input [
Capture Output [~

AutoDBl Path
L |
ok Cancel

21
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Click OK.

Reboot the PC. The Job Server is now configured for the new Windows user.

22
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JOB SERVER SETUP

Installing the Vision Job Server program

The job server program is required to run jobs with the Vision controller. To install the
job server program, follow the steps below. IMPORTANT: You must have
administrative privileges on the PC that you are installing the Vision Job Server
program on. If not, the program will not install properly.

1. Insert the Vision All Products CD into the PC.

2. The following screen should appear. If not, click on Start, Run and then type in
d:\ SetupV7.exe where d:\ is the letter of the CDROM drive that the Vision
All Products CD is in.

Select Installation
which Wigion product would you like to install?

Wizion Windows Engraving Software

” .

Wizion Pra 7 Engraving Software
Wizion Pra 7 open driver files
Job Server - Series 3 Controller
Cantraller Firmware - Series 1 2

i lie No Nie

Online Yirtual Technical Suppork

<Back I Nexb[:)l Cancel |

3. Select Job Server — Series 3 Controller and click Next.
x

Welcome to InstallShield wizard for Vision
Machine Tools Version 3.9

The InstallShield vizard will install Vision Machine Tools on
your computer. To conlinue, click Next

< Back Mext > F I Cancel

4. Click Next.

23
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InstallShield Wizard
License Agreement

Please read the follawing icense agreement carefully

Press the PAGE DOWN key to see the rest of the agreement.

Vizion Engraving Systemslr] - Yision Engravers Machine Tool Suite -
EMD-USER LICENSE AGREEMENT FOR Yision Engraving Spstems SOFTWARE

IMPORTANT--READ CAREFULLY: This Vision Engraving Systems End-User License
Agreement

["EULA"] i a legal agreement between you (sither an individual or a single entity] and

izion Engraving Systems Inc. for the YWision Engraving Systems software accompanying

this ELILA, which

includes computer software and may include associated media, printed materials. and

"anling" or electronic documentation [*Yizsion Engravers MachineT oolSuite™). By ;I

Do you accept all the terms of the preceding License Agreement? |f you choose No, the
setup will cloze. To install Maching Tools, you must accept this agreement

InistallShield

< Back es No |

5. You must agree with the license agreement to continue. Click Yes.

InstallShield Wizard

Choose Destination Location

Select folder where Setup will install files.

The setup will install Yision Machine Tools in the fallawing folder.

Toinztall to this falder, click Mest. Toinstall to a different folder, click Browse and select
ahather folder.

" Destination Folder

C:5Program Fileshision Machine Tools Browse... |
InistallShield
< Back Mext > & I Cancel |

6. Select the installation folder or leave the default and click Next.

InstallShield Wizard

Setup Type
Select the Setup Type to ingtall.

Click the type of Setup vou prefer, then click Mest.

& Typical Program will be installed with the most common options. Recommended for
mast ugers.

¢ Compact  Program will be installed with minimum required aptions.

€ Custom You may choose the options pou want to install. Recommended for advanced
Lizers.

InstallShield

< Back Next>|:l Cancel |

7. Select the installation type and click Next.
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InstallShield Wizard
Select Program Folder

Please select a program folder.

Setup will add pragram icons to the Program Folder listed below. You may tepe a new folder
name, of select one from the existing folders list. Click Next to continue,

Program Folders:

Existing Folders:

Microsoft Office -
tozilla Firefox _I
Panasonic

Pervasive. 50LVE

SalesLogix

SmartFTP J
Startup

Utilities

InistallShield

< Back Mext > ;! Cancel

8. Select the program group name and click Next.

InstallShield Wizard

Start Copying Files
Review settings before copying files =g
i PyIng r"\,’/

x|

Setup has enough information to start copping the program files. IF you want to review or

change any zettings, click Back. If you are satisfied with the settings, click Nest to begin
copying files.

Curent Settings:

Destination Folder. ;I

C:\Program Files\Vision M achine Tools

Program icons added to Program Folder:
Wision Machine Tools

-
4 ¥

InistallShield

< Back Mext > EI Cancel

9. Click Next to continue.

i The next window to appear will be the control panel
\J) applet, 5o you can set up a connection ko your machine,
For automatic detection of vour controller, it must have

the power ON and be connected to your computer or netwark,

On the Maching Tool Properties applet windowe, Click ADD

to create a new connection. Follow the dislogs and prompts.
After a conmection is created, click on the CLOSE button to
return ko this installation program.

x|

10. Once the screen above appears, make sure that the Vision controller is
connected to the network or serial cable and that the machine is powered on.

Click OK.
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Machine Tool Properties

The following Machine Toolz are set up
on thiz compter:

1 | i

Add... Hemowve Froperties. .. |
Test P Help... | Cloze |
w3.970.2

11. Select Add.

NOTE: When using Windows XP with service pack 2, the following message will
appear the first time that a machine is added. Select “Unblock” to continue.

%= Windows Security Alert

"‘E. To help protect your computer, Windows Firewall has blocked
some features of this program.

Do you want to keep blocking this program?

J MName: Run a DLL as an App

Publisher: Microsoft Corparation

K.eep Blacking Unblock Aisk Me Later

‘windows Firewall has blocked this program fram accepting connections from the
Internet or a netwark. [f you recognize the program or trust the publisher, you can
unblock it. When should | unblock a program?
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Install New Machine Tool x|

‘windows will now try to detect your Machine Toal. Before
continuing, you should:

1. Make sure the Machine Toal is attached to pour
computer and it is tumed on,

2. Quit any running applications that may be using
the Machine Tool [i.e. Connection i anager].

Click Mext when pou are ready to continue:

™ Don't detect my Machine Tool: | wil select it from a list.

< Back I Nexl)i I Cancel |

12. If the Vision controller is connected with the network cable, click on Next. If it is
connected through a serial cable, skip to step 18.

Yerify Machine Tool x|

The fallowing new Machine Taols have been detected

Connection Mame I IP Address I
¥4 vision 1624 (1435) 192168810

You may select or unselect the Machine Tools listed above by
clicking on the desired line item. Once you have selected
which Machine Tools you wish to add a connection ta, click
the FINISH buttan below...

Clear All...

< Back I Finish I Cancel |

13. The Vision controller should be detected through the network connection and
shown in the Connection Name above. If you have multiple Vision systems
connected on your network or PC, multiple machines will be shown in the screen

below. You can have an unlimited amount of machines connected to one PC.
Click Finish.
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Machine Tool Properties

The following Machine Tools are zet up
an thiz compter:

[ € vision 1624 [1495)

< | i

Add... Bemaowve | F"r-:uperties...l

TestIF... | Help... | Cloze |

v3.9.10.2

14. Select Close.

InstallShield Wizard Complete

Setup has finizhed instaling Machine Toaols on pour computer.

< Back Finish[; I Canel

15. Select Finish.

16. Click OK. The Job Server Program is now installed. Please skip items 17
through 22 and proceed to the next section in this manual.

17. If the Vision controller is connected to a serial port instead of a network,
continue here.
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Install New Machine Tool x|

“Windows will now try to detect pour Machine Toal. Betore
continuing, vou should:

1. Make sure the Machine Toal is attached to pour
computer and it is tuned on,

2. Quit any running applications that may be using
the Machine Toal [i.e. Connection Manager].

Click Mext when you are ready to continue:

I Don't detect my Maching Tool; | will select it from a list

< Back I Next>i I Cancel |

18. Select “Don’t detect my Machine Tool; |
x|

Click. the model and connection information of your Machine Tool. [f your
Machine Toal iz not listed, or if you have an installation disk, click Have Disk.

Models: Connection information:

), Parity=E ven
Ethernet Based Machine Tool

Have Digk... |

< Back I Mest » [:I Cancel |

19. Select Default Machine and click Next.

Install New Machine Tool 1= x|

‘r'ou have selected the following Machine Toal:

IVision Machine

Select the COMM Part to use with this b achine

Commiunic: s Port [C0
Communications Port [COMZ2]
Communications Part [COM3:)
Communications Port [COM4:]

< Back I Mext » I Cancel |

will select it from a list” and click Next.

20. Enter a name for your Vision machine and select the Communications Port that
the machine is connected to. Click Next.

29



JoB SERVER SETUP VISION CONTROLLER MANUAL

Install New Machine Tool x|

*Y'aur Machine Tool has been set up successfully.

If pou want to change these settings,
double-click the Machine Tools icon in Contral
Panel, select this Machine Tool, and click
Froperties.

< Back I Finizh [:I Cancel

21. Click Finish.

The following Machine Toolz are zet up
an thiz compter:

< | i

Add... Remowve | F"r-:uperties...l

TestIF... | Help... | Cloze |

v3.9.10.2

22. Select Close.
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InstallShield Wizard

InstallShield Wizard Complete

Setup has finizhed instaling Machine Toaols on pour computer.

< Back Finish[; I Canel |

23. Select Finish. The Job Server Program is now installed.

Starting the Vision Job Server program

The Job Server program must be started in order to send jobs to the Vision machine to
engrave or rout.

To start the Job Server, go to the Start, Programs, Vision Machine Tools menu and
select Job Server.

NOTE: When using Windows XP with service pack 2, the following message will
appear the first time that the Job Server is started. Select “Unblock” to
continue.

% windows Security Alert |

@] To help protect your computer, Windows Firewall has blocked

some features of this program.

Do you want to keep blocking this program?
fr Mame:  Machine Tool Utility

Publisher: Unknown

K.eep Blacking Unblock Aisk Me Later

‘windows Firewall has blocked this program fram accepting connections from the
Internet or a netwark. [f you recognize the program or trust the publisher, you can
unblock it. When should | unblock a program?

The following screen will appear for a short period and then it will go away.
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C:% Program Files', ¥ision Machine Toolshjobserver_¥ision 162 E[ 5[

[11July2005 16:9:35] JobServer exe 3.9.33.0 ;I
Connection established: Wision 1624 [14958)

Project file: C:%Program Filegh\ision Machine T oolz4FileghProjectFileVis.etc
WwWorkSpace: Default

I
Save Az | Delete | Purge | Refresh I Cloge |

You will notice that the job server icon is now located in the Windows system tray. The
job server icon is the icon all the way to the left in the picture below.

LA

TR E@LNS Hsem

HINT: You can create a startup shortcut so that you do not need to manually run the
job server program each time you turn on your PC by following the steps below.

1. While the Vision job server is running, right mouse click on the icon in the
Windows system tray. This is the black icon above.

DM,
Hotwatch. ..
JobQueue. ..
Digitize. ..
JobHistary. ..
JobMonitor. .

About JobServer,.,
Show Session Log. ..
Help... F1

Program Setkings...

ao Offline

Exxit

2. Click on Create Shortcut.
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create shorccut ST

Thisz function will create a ‘Windows shortcut for
thiz copy of JobServer. The new shartcut will be
configured to wze the curmently active connection.

Enter the shartcut name...

" izion

Shortcut location

¥ Startup Menu

i~ Deskiop Cancel |

3. Enter the name of the shortcut and select Startup Menu per the picture above.

4. Click OK.

Now when your PC is started, the Vision job server will start automatically.

Note: A complete listing of all of the features included in the Job Server program
can be found by going to Start, Programs, Vision Machine Tools, Help.
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THE CONTROLLER

About the Vision Controller

The Vision controller is the interface between the computer and the engraver. It takes
the computer’s instructions and tells the engraver what it needs to do to engrave. The
controller is the brain of your engraving system; without it, the engraver would not be

capable of engraving or routing.

The LCD Screen

When the Vision controller is powered up, the screen will appear.

X= 0.000 Z= 0.000
Y= 0.000 Jog= MED
Feed= 3.0 ZSpd= 2.0
Drives =OFF RPM= 12000

e The X, Y and Z numbers on the LCD screen show the current position of the spindle.
As you use the X, Y or Z jog buttons on the controller, these numbers will change
showing the current position of the spindle.

o The Feed number shows the speed that the table will run at while the cutter is in the
down position. This number is in inches per second. Pressing the XY Speed up or XY
Speed down buttons on the controller will change this number.

e The ZSpd number shows the speed that the spindle will move down into the material
at. The number is in inches per second. Pressing the Z Speed up or Z Speed down
buttons on the controller will change this number.

¢ The Drives= shows if the table is powered up. When the display shows OFF, there is
no power to the table and you must press the Goto Home button to power it up.
When the display shows ON, the table is powered up and ready to go.

e The Jog= shows the speed that the table will move when using the X, Y or Z jog
buttons. Pressing the Fast Jog button on the controller will change this speed from
Medium to Slow to Fast.

e The RPM shows the speed that the spindle will turn at when the spindle motor is
running. Pressing the Spindle RPM up or Spindle RPM down buttons on the
controller will change this number.

The Buttons

There are 30 buttons on the front panel of the Vision Controller:

—(—

START
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START Button — The light above the Start Button will be off when the controller is
ready to have a job sent to it. The light will flash when there is a job ready to be
engraved in the controller. Also, the LCD screen will show “Press Start to Go” when a
job is ready to be engraved. Pressing the Start Button will begin engraving the job.
After the job is completed, pressing the Start button again will run the previous job
again.

If a job is ready to engrave, pressing the Exit button will cancel the job from the
controller.

The Start button is also used if you need to re-engrave a job starting from a position
other then the beginning of the job. After a job has been engraved, press the Start
button. The LCD will show:

Press START to Go;
EXIT to Abort.
Z-up to Prox Restart

Press the Z-up jog arrow. Use the X and Y jog keys to move the cutter out near the
position that you would like to start engraving from. You can use the Z down arrow to
move the spindle closer to the material so you can be more accurate in finding the
location. When the spindle is near the location you would like to start engraving from,
press the start button. The LCD screen will say Restart Here? Press the Start button
and the machine will start engraving from that position.

—(—

PAUSE

0

PAUSE Button — When a job is running you can press the Pause Button to
temporarily stop the job. You will get a prompt on the LCD screen to either continue or
cancel the job. The red light on the pause button will illuminate to show the job is
paused. Press the Start Button to resume engraving.

TIP: When a job is in the controller, press the pause button before pressing the
start button. This will cause the machine to move to the starting engraving
position and pause. You can then use the Z jog buttons to lower the spindle to
the material. Next press enter to set the surface.

SET
SURFACE

SET SURFACE Button — This button is used to set the surface of your material. The
Set surface Button is only used when the proximity sensor is off. You can use the XY
job Buttons to move the cutter out over the material. Use the Z Jog Buttons to bring
the cutter to the surface of the material, then press the Set Surface Button. The
spindle will lift to the default Z lift height.
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—(—

SPINDLE
ON/OFF

SPINDLE ON/OFF Button — This button is used to turn the spindle to the off or
automatic position. In the off position, the Spindle On/Off button will be red. The
spindle will stay off during engraving. In the automatic position, the Spindle On/Off
button will be orange. The spindle will turn on while engraving. When the spindle motor
is on during engraving, the Spindle On/Off button will be green.

If you press the PAUSE button, the spindle will turn off and re-start when you press
start. Always make sure you have the spindle turned to automatic mode when
appropriate, otherwise you may run the risk of breaking your cutter.

On 0
+ If you would like to turn the spindle on manually to test, press the Shift

button and the light on the shift button will turn on. Then press the Spindle On/Off
button. To turn the spindle off, press the Spindle On/Off button again.

—O—

AUX
ON/OFF

AUX ON/OFF Button — This button is used to turn the auxiliary outlet to the off or
automatic position. This is typically used to power a vacuum chip removal system. In
the off position, the Aux On/Off button will be red. The auxiliary will stay off during
engraving. In the automatic position, the Aux On/Off button will be orange. The
auxiliary will turn on while engraving. When the auxiliary is on during engraving, the Aux
On/Off button will be green.

If you press the PAUSE button, the auxiliary will turn off and re-start when you press
start.

,—Oﬁ —O—

+ & g you would like to turn the auxiliary on manually to test, press the Shift
button and the light on the shift button will turn on. Then press the Aux On/Off button.
To turn the auxiliary off, press the Aux On/Off button again.

GOTO
HOME
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GOTO HOME Button — When the Vision controller is initially turned on, the Goto
Home button is used to power up the Vision table and move the spindle to the home
position. IMPORTANT: Each time the Vision controller is turned on, you must press
the Goto Home button first before any engraving or table movement can take place.

After the initial use, the Goto Home button will move the spindle to the current home
position.

If you need to cancel a job from engraving while it is running, press the Pause button to
stop the machine. Next press the Goto Home button to move the spindle back to the
home position and cancel out the current job.

0
SHIFT gg}l\%
. + If you would like to move the table to the limit switches, press the Shift
button and the light on the shift button will turn on. Then press the Goto Home button
and the spindle will move to the limit switches.

SET
HOME

SET HOME Button — Use the Jog Buttons to move the spindle to the point you
would like to set as an alternative home position. Press the Set Home Button. This is
now set as your new home position.

Note: To clear the home position out, press and release the Shift button and then
press the Goto Home button. The table will move back to the limit switches. Now
press the Set Home button. The previous home position has now been cleared.

—(—

PROX
ON/OFF

PROX ON/OFF Button — This button turns the proximity sensor on and off. The
prox allows the spindle to sense the surface you are engraving is. This feature works
when engraving with a nose cone or diamond drag only; it is not designed for non-
nosecone engraving or burnishing. When the light is green, the prox is on and when it is
red, the prox is off.

Note: Some tables do not support a Proximity Sensor.
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&

X-Y JOG BUTTONS — Use the XY jog buttons to move the table in the direction of
the arrow you press.

%
KD [=

JOG

HINT: Pressing the Fast Jog button will change the LCD screen Jog=Med to
Jog=Slow to Jog=Fast. The speed that the X and Y jog at is determined by this
button. Press the Fast Jog button until the LCD shows Jog=Slow to fine tune the jog
position.

55
)

Z-JOG Buttons — These buttons will move the spindle up and down. They are
commonly used for setting the surface of your material when you are not using the prox.
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5
3 loe

HINT: Pressing the Fast Jog button will change the LCD screen Jog=Med to
Jog=Slow to Jog=Fast. The speed that the Z axis jogs at is determined by this
button. Press the Fast Jog button until the LCD shows Jog=Slow to fine tune the jog
position.

MOVE
XY

MOVE XY Button — The MOVE XY Button is used to move the spindle to an exact
position by entering the position in inches or millimeters. Press the MOVE XY button
and then enter the desired coordinates in on the LCD screen using the number pad on
the front panel. Then press ENTER. Press ENTER again to have the machine move to
that location. Press EXIT to exit out of this mode and then GOTO HOME to move the
spindle back to origin position.

ATH
AXIS

4th AXIS Button — This button allows for a rotary axis to be used. When you press
this button, you will get a prompt on the LCD screen for the diameter of your item to be
engraved. Enter the diameter and press ENTER. Note: This button only works when a
rotary axis is present on your machine.

JOB
TIME

JOB TIME BUTTON — The JOB TIME Button is used to display the length of time
that the last job took to engrave. At the conclusion of any job, press JOB TIME to get a
read-out on your LCD of the amount of time it took to engrave.
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SHIFT

SHIFT Button — The shift button is used in combination with other buttons.

1. Shift and Goto Home button — moves the machine to the home position and checks
the limit switches to make sure it is in the correct postion.

2. Shift and Spindle On/Off — turns the spindle motor on. Press the Spindle ON/Off
button again to turn the spindle motor off.

3. Shift and Aux ON/Off — turns the auxiliary on. Press the Aux ON/OFF button again
to turn the auxiliary off.

4. Shift and Help — shows the firmware version that is loaded into the Vision controller.

5. Shift and Help and Left Jog button — is used to verify that the limit switches and
proximity sensor are working properly on the Vision table. A screen will appear when
the key combination is pressed. Pressing the X limit switch on the Vision table will
change the X0 from O to 1. Pressing the Y limit switch on the Vision table will
change the YO from 0 to 1. Pressing the Z limit switch on the Vision table will
change the Z from 0 to 1. Pressing the proximity sensor on the Vision table will
change the ZP from 0 to 1 or 1 to O depending on the table it is connected to.

HELP

HELP Button — The help button is used to explain what each of the other buttons
does. Press the Help button and then release it. Then press any other button on the
Vision controller. A description of the button you pressed is displayed on the LCD
screen.

Speed Adjustment buttons

7N H
] a
H A 4
XY XY XY SPD XY SPD
SPEED SPEED ]

Hand held pendant buttons:
XY SPEED UP and DOWN Buttons — These buttons control how fast the machine
will engrave while the cutter is in the down position. You can press these buttons while
engraving to adjust the engraving speed faster or slower. The speed set is shown on
the LCD screen next to the word FEED. The default is 3.0 which represents an
engraving speed of 3 inches per second.
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* i

[ ]

H A 4

4 Z Z SPD Z SPD
SPEED SPEED =]

Hand held pendant buttons:

Z SPEED UP and DOWN Buttons — These buttons control how fast the cutter will
move down into the material. You can press these buttons while engraving to adjust
the Z down speed faster or slower. The speed set is shown on the LCD screen next to
the word ZSPD. The default is 2.0 which represents an engraving speed of 2 inches per
second.

N REFLS |

H A
SPINDLE SPINDLE SPIN SPIN
RPM RPM =]
Hand held pendant buttons:

SPINDLE RPM UP and DOWN Buttons — These buttons control how fast the
cutter will rotate. You can press these buttons while engraving to cutter RPM faster or
slower. The speed set is shown on the LCD screen next to the word RPM. The default
is 12000 which represents a spindle RPM of 12000 revolutions per minute. Typically a
higher RPM is used for engraving into harder materials and a lower RPM is used for
engraving into softer materials.

ENTER

ENTER — The Enter button is used to accept the information you have typed into the
controller. For example, if you are using the Move XY button, you would press the
Enter button after you have entered each corrdinate.

EXIT

EXIT — The Exit button is used to exit out of a menu item on the LCD screen. Press
Exit and the controller will back up one menu item for every time the exit button is
pressed.
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ACCESS
JOBS

ACCESS JOBS — The Access Jobs button is used to engrave jobs that have been
previously have been sent to the Vision machine to be engraved or routed. Press the
Access Jobs button and it will show a list of jobs that are stored on your PC’s hard
drive. Use the Y jog up and down buttons to scroll through the list of jobs on your PC's
hard drive. Press Start when you have selected the job you would like to engrave.

MENU

MENU — The Menu button is used to access any of the menus on the LCD screen.
Pressing the Menu button will show the following choices:

Z Lift Height

Z Cut Depth

Z Depth Increment
Set Swell Down

Pressing the Y Down jog button will move to the next screen which will show the
following choices:

Define Preset Home
Load Preset Home
Clear Home

Cyl Diameter

Pressing the Y Down jog button again will move to the next screen which will show the
following choices:

Ethernet Settings
Configuration. . . .

Note: Using the Y jog up and down buttons move the cursor on the LCD screen one
item at a time and using the Z jog up and down arrows move the cursor on the LCD
screen one page at a time.

43



THE CONTROLLER VISION CONTROLLER MANUAL

Each menu item in the LCD screen will now be explained.

Z Lift Height — This will adjust the distance that the cutter lifts between characters
while engraving. Move the cursor to the Z Lift Height using the Y up and down jog
buttons and press Enter. Using the number pad on the Vision controller front panel,
enter the distance you would like the cutter to lift between characters. This number will
be in inches or in millimeters depending on how the controller is configured. It will show
the units that are being used on the LCD screen. After the lift distance is entered,
press the Enter button on the controller. Press the Exit button to return to the main
screen when finished.

Z Cut Depth — This will adjust the depth of engraving or routing you would like. This
is the distance from the position that you set as the surface to the final depth you would
like to cut. Move the cursor to the Z Cut Depth using the Y up and down jog buttons
and press Enter. Using the number pad on the Vision controller front panel, enter the
depth you would like to engrave or rout. This number will be in inches or in millimeters
depending on how the controller is configured. It will show the units that are being used
on the LCD screen. After the Z Cut Depth is entered, press the Enter button on the
controller. Press the Exit button to return to the main screen when finished. Note: This
is only used if you are not setting the depth of cut in the software program used to
create the job.

Z Depth Increment — This will adjust the depth of engraving or routing for each pass
until the machine reaches the Z Cut Depth above. Some harder materials can not be
engraved or routed very deep in one pass and may require multiple passes to reach the
desired depth of cut. To do this, enter the total depth required in the Z Cut Depth
menu above. Then move the cursor to the Z Depth Increment menu using the Y up and
down jog buttons and press Enter. Using the number pad on the Vision controller front
panel, enter the depth per pass you would like to achieve. This number will be in inches
or in millimeters depending on how the controller is configured. It will show the units
that are being used on the LCD screen. After the Z Depth Increment is entered, press
the Enter button on the controller. Press the Exit button to return to the main screen
when finished. Example: A .1 inch total depth is required but the material to be
engraved can only be engraved at .03 at one time. Enter .03 in the Z Depth Increment
and press enter. The first pass will cut at .03, the second pass at .06, the third pass at
.090 and the fourth pass will engrave at .1. Note: This is only used if you are not
setting the depth of cut in the software program used to create the job.

Set Dwell Down — This controls how long the spindle will dwell or wait after initially
dropping the cutter down into the material before moving in an X/Y direction. This is
typically used when engraving into harder materials, allowing the cutter to plunge to the
correct depth before starting to engrave or rout. This number is in milliseconds so
entering a number of 1000 will allow for a 1 second delay. After the dwell time is
entered, press the Enter button on the controller. Press the Exit button to return to the
main screen when finished.

Define Preset Home — The Vision controller will allow you to store up to 9 preset
home positions. Move the cursor to the Define Preset Home menu using the Y up and
down jog buttons and press Enter. On the LCD it will show the number 1 through 9
towards the right side. Use the Z speed up and Z speed down arrows to select the
home position you would like to save. Next, use the X and Y jog buttons to move the
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spindle to the position that you would like to use as the home position. Once the
spindle is at the desired location, press the Enter button to store the home position.
Note: The home position is stored even after the controller has been powered off.

Load Preset Home — To load a preset home, move the cursor to the Load Preset
Home menu using the Y up and down jog buttons and press Enter. Use the Z speed up
and Z speed down arrows to select the home position you would like to load. Once the
correct offset position is shown on the LCD screen, press the Enter button to load the
home position. The machine will now use this position as the home position.

Clear Home — To clear the home position that has been loaded, move the cursor to
the Clear Home menu using the Y up and down jog buttons and press Enter. The home
position is now defaulted back to the upper left corner of the table.

Cyl Diameter — This menu item is only used when engraving round objects on a
machine that supports round item engraving. Move the cursor to the Cyl Diameter
using the Y up and down jog buttons and press Enter. Using the number pad on the
Vision controller front panel, enter the diameter of the round item to be engraved. This
number will be in inches or in millimeters depending on how the controller is configured.
Once the diameter has been entered, press the Enter button on the controller. Press
the Exit button to return to the main screen when finished.

Ethernet Settings — This menu is used to setup the network settings in the Vision
controller. There are two options in the Ethernet Settings menu which are:

1. Specify IP — Pressing the Enter button from this screen will set the Vision
controller to automatically retrieve an IP address from the network server it
is connected to. Pressing the Exit button from this screen will allow you to
enter an IP address for the controller to be set to.

2. Display IP — This menu is used to show the IP address that the Vision
controller is set to. It also shows the IP address of the PC that is connected
to the Vision controller.

Configuration — This menu is used to configure the Vision controller. There are 10
options in the Configuration menu which are:

1. Prompt Y Height — When engraving jobs from programs such as
CorelDraw®©, jobs may engrave upside down on an engraving machine. This
is because typically the program used is referencing the home position from
the lower left corner of the plate and the engraver or router is referencing
the home position from the upper left corner of the plate. To allow for this,
the Vision Job Server will flip the job automatically so that the engraving will
come out properly. However, when doing this, the Vision controller needs to
know the page size that is setup in programs such as CorelDraw®©. To
accomplish this, the Prompt Y Height configuration setting must be turned
on. Move the cursor to the Prompt Y Height menu item using the Y up and
down jog buttons and press Enter. Press the X left jog button to select Yes.
Press the Enter button on the controller. Press the Exit button two times to
return to the main screen when finished.

2. Display Units — This allows the controller to show the units on the LCD in
either inches or millimeters. To change between the two, move the cursor to
the Display Units menu item using the Y up and down jog buttons and press
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Enter. Press the X left jog button to select imperial units or press the X right
jog button to select metric units. Press the Enter button on the controller.
Press the Exit button two times to return to the main screen when finished.

Save Defaults — This is if you would like to change the default settings of the
controller when it is turned on. You can save settings such as the Spindle
On/Off, Aux On/Off, Prox On/Off, Z lift, Z depth, RPM and surface
location. To save the controller defaults, change the settings above to the
way that you would like them. Move the cursor to the Save Defaults menu
item using the Y up and down jog buttons and press Enter. The LCD wiill
show “Save Settins?”. Press Enter. The settings are now saved. Press the
Exit button two times to return to the main screen when finished. The next
time the Vision controller is turned on, the defaults will be as you set them.

Restore Defaults — This is used to restore the defaults in the controller to the
original factory set defaults. To restore the controller defaults, move the
cursor to the Restore Defaults menu item using the Y up and down jog
buttons and press Enter. The LCD will show “Restore to Factory Defaults?”.
Press Enter. The LCD will now show “Reboot Now?". Press Enter. The
controller will reboot and the settings are now restored.

Limits Enabled — This is used to make the controller not read the X, Y or Z
limit switches on the table. This is typically used only in diagnosing problems
that may occur with limit switches on the engraving table. To shut the limit
switches off, move the cursor to the Limits Enabled menu item using the Y
up and down jog buttons and press Enter. The LCD will show “Limits
Enabled”. Press Enter. The LCD will now show “Limits Disabled”. Press
the Exit button two times to return to the main screen when finished. You
can turn the limits back on again by pressing Enter from the Limits Disabled
menu item.

Select Interface — The Vision controller can run from the HPGL machine
language and also the GCode machine language. By default the controller
uses the HPGL language which is what is used by the Vision and Vision Pro
software. If you would like to run directly from the GCode language, move
the cursor to the Select Interface menu item using the Y up and down jog
buttons and press Enter. Use the X left and right arrows to select the
language you would like to use. Press Enter. Press the Exit button two
times to return to the main screen when finished.

Parking — This is the position that the spindle will move to when the job is
finished engraving or routing. Move the cursor to the Parking menu item
using the Y up and down jog buttons and press Enter. There are four
positions that you can set the spindle to move to at the end of the job.
Datum - The spindle will move back to the limit switch position on the table
after engraving. None — The spindle will stay where it is at when the job is
finished engraving. Park — The spindle will move to a location specified in
the Pos After Datum point discussed in the next item. Home — The spindle
will move to the current home position that is set in the controller. Use the X
left and X right jog buttons to select which parking position you would like to
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use. Press Enter. The parking position is now set. Press the Exit button
two times to return to the main screen when finished.

Pos After Datum — This is used to set a location that you would like the
spindle to move to after it goes back to the limit switches. Move the cursor
to the Parking menu item using the Y up and down jog buttons and press
Enter. Using the X and Y jog buttons, move the spindle to the position that
you would like the spindle to move to at the end of the job. Press Enter.
Press Enter again and the LCD will show “Datum Now”. Press Enter and
the machine will move back to the original home position. The job will now
engrave from the position that was just set and after the job has been run,
the spindle will move to this position also. Press the Exit button two times to
return to the main screen when finished.

Set Dwell Up — This is used only with tables that are using an air actuated Z
axis. None of the current Vision systems use an air actuated Z axis. This
will allow the Z axis to release the air pressure so that the spindle moves up
before moving to the next item to be engraved. Move the cursor to the Set
Dwell Up menu item using the Y up and down jog buttons and press Enter.
Enter the length of time required for the Z dwell up and then press Enter.
This number is in milliseconds so entering a number of 1000 will allow for a 1
second delay. Press the Exit button two times to return to the main screen
when finished.

Run Self Test — This is used to engrave a self test job that is programmed
into the controller. Move the cursor to the Run Self Test menu item using
the Y up and down jog buttons and press Enter. The LCD will show “Run
Self-Test?”. Press Enter. The LCD will now show “Press Start to Go".
Press the Start button and the test job will engrave.

Emergency Stop Button — This button will stop engraving immediately leaving
the cutter in the down position and will power off the X, Y and Z stepper motors and
also shut off the spindle motor and auxiliary. Once you have pushed the Emergency
Stop Button, you must twist the knob clockwise to release it. Press the Goto Home
Button to power up the table and have it move back to the home position.
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OPERATIONS

Setting the surface & lift of the spindle

NOTE: There are different procedures for different types of engraving.

Diamond drag engraving with a proximity sensor

Make sure that the proximity sensor is turned on. When you run the job, the spindle will
go down until it touches the material and finds the surface automatically. If you want to
change the lift amount of the cutter between characters, you will need to do the
following steps:

1.

Press the menu button on the controller. Note: If you are in the middle of
engraving a job, press the pause button before pressing the menu button.

Use the Y jog up and down buttons to select Z Lift Height and press Enter.

Enter the lift height using the number pad on the Vision controller and press
Enter.

The Z lift height is now set. Press Start to run the job or resume engraving.

Diamond Drag and nose cone engraving without a proximity sensor

1.

a > DN

Send a job to the Vision controller.

With the prox off, press the Pause button and then press Start.
The machine will move to the start of the engraving and pause.
Use the Z jog down button to lower the spindle to material.

Press the Enter button. The machine will start to engrave using the surface
point that was just set.

Non-nose cone engraving (depth control)

1.
2.

Send a job to the Vision controller.

Make sure that the spindle is locked by tightening the spring adjustment knob all
the way down.

Make sure that you have entered a depth of cut in the Vision or Vision Pro
software. If you are using a different program then Vision or Vision Pro, use the
Menu button on the controller to select and enter the Z Cut Depth.

With the prox off, press the Pause button and then press Start.
The machine will move to the start of the engraving and pause.

Use the Z jog down button to lower the spindle to material. Make sure that the
cutter is just barely touching the surface.

. Press the Enter button. The machine will start to engrave using the depththat

was entered in the software or the controller.
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Burnishing

1. Send a job to the Vision controller.
Make sure you are using a burnishing adaptor on the burnishing cutter.
With the prox off, press the Pause button and then press Start.

The machine will move to the start of the engraving and pause.

o > WD

Use the Z jog down button to lower the spindle to material. Once the cutter
reaches the material, press the Z jog down button a small amount more.

6. Press the Enter button. The machine will start to burnish.

Setting a temporary Offset

To set a temporary offset, use the X and Y jog buttons to move the spindle to the
location you would like to start engraving from. Once at the correct position, press the
Set Home button on the controller. Jobs will now be engraved from that location.
Note: To clear this offset, press the goto home button and then press the set home
button.
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SENDING JOBS TO THE VISION MACHINE

Sending jobs from the Vision Pro software

To send a job from the Vision Pro software to the Vision controller, follow the steps
below.

1. Make sure that the Job Server program is running. To do this, go to Start,
Programs, Vision Machine Tools, Job Server.

2. Go into the Vision Pro software and create a job as described in the Vision Pro
software manual.
3. In the Vision Pro software, click on the Engrave icon shown below.

4]0

i

ngrav_e|

o b

4. The Cut Toolbox will appear. Select the Engrave icon shown below.

Cut Toolbox

ngrave

5. The Engrave to File window will appear.
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Save i I@Inbox j - £ EE-

File name: IN oMame1. FLT j Save
Save as bype: Iplt [*.plt] j Cancel

4

6.

7.

If the job has been saved, the job name will appear in the File name box. If it has
not been saved, it will show NoName1.plt. Click on Save.

You can change the name of the file or click OK to send the job to the Vision
controller. Note: The name that is entered will show up on the controller LCD
screen if you would like to re-engrave the file.

IMPORTANT: The folder name shown in the Save Layout screen above must
match the folder name where the Job Server is configured to look for jobs in.

The job has now been sent to the Vision machine.

Sending jobs from the Vision software
To send a job from the Vision software to the Vision controller, follow the steps below.

1.
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Make sure that the Job Server program is running. To do this, go to Start,
Programs, Vision Machine Tools, Job Server.

Go into the Vision software and create a job as described in the Vision software
manual.

In the Vision software, go to the File menu and then Engrave (F9 is the shortcut
for this).

The Execute Layout screen will appear.
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EXECUTE LAYOUT x|

KEY SERIAL: S/N 000001111
~SCALE AXIS —— ~DRIVER SELECT

lAcross] X: + Write to HPGL plot file
[Down] Y: ¥ No device j|

|

—OFFSETS ————— " Mo device | j|
|
|

XZ in T~ No device j|
Y: in " No device j|

I Ignore clips —PLATE CUT OUT

[~ Margi 0.00n| -
Diameler: in 2ron n

"Spindle Motor Control [VE-810 Only]

{* Rotary Engrave {” Diamond Drag

Start from plate: D
canco_|

5. Select OK.

6. The Save Layout screen will appear.
x

EIEHEEA C:\Vision Machine Tools\Inbox\NoNamel.PLT
"/Ukay

7. You can change the name of the file or click OK to send the job to the Vision
controller. Note: The name that is entered will show up on the controller LCD
screen if you would like to re-engrave the file.

IMPORTANT: The folder name shown in the Save Layout screen above must
match the folder name where the Job Server is configured to look for jobs in.

8. The file has now been sent to the Vision machine.

Sending jobs from Corel Draw®©

To send a job from the Vision software to the Vision controller, follow the steps below.
There are different versions of Corel Draw®©, but the steps are the same for each
version.

1. Make sure that the Job Server program is running. To do this, go to Start,
Programs, Vision Machine Tools, Job Server.
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2. When running from Corel Draw®©, you must make a couple of configuration
changes to have the file engrave properly. The steps below need to be
followed the first time you run from Corel Draw®©.

a. Right mouse click on the Job Server in the Windows System Tray at
the lower right corner of the screen.

1 &

DM, ..
Hokwatch. ..
JobQueue. ..
Digitize. ..
JobHistory, .,
JobMonitor, ..

fbout JobServer., ..
Show Session Log...
Help. .. F1

Program Setkings...
Create Shorbcut. ..

G0 Offline

Exit

gy e L02PM
“‘ Tuesday

b. Go to Program Settings and click on CAD Import.
x

—Job Hiztoy Databaze
IC:W’isinn Machine Toolsh obHiztory, mdb D

Clear Job Histom | Repair Database |

— Project File

IC:'\Program FilegWWizion Machine Toolz\Filez\ProjectFile\iz. et _l Settings. . |

—File Extensions

HPGL: ID" CHE: |cne M ative: IUCi Binary: I

[ Auto Preview on Job Info CAD Impart...
[™ Launch JobManitor on Startup
—Host D ata Capture

Capture Input [
Capture Output [~

—dutoDEl Path

L

ok | Cancel |
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c. Select Invert Y axis from the CAD Import Options screen.

CAD Import Options x|

IV Jrveert ¥ axiz
[ bk Contours

Tolerance IU.DDD2

[~ Cutinside contours before autside contours
[~ Optimize Slew
 Shartest Distance
% Linear Scans
= Horizontal
= ertical
™| Bidirectional

Scan width |5

Ok I Cancel |

d. Click OK on the CAD Import Options screen and the click OK on the
Job Server settings screen.

e. On the Vision controller, press the Menu button.

Press the Z down jog button two times. Then press the Y down jog
button one time to highlight the Configuration.... Menu. Then press
the Enter button on the controller.

Ethernet Settings
Configuration. . . .

g. Pressthe Y up or down button to select the Prompt Y Height menu
item and press Enter.

Prompt Y Height
Display Units
Save Defaults
Restore Defaults

h. Press the X left jog button to select YES and press Enter.
i. Press the Exit button two times to return to the main screen.
3. Go into the Corel Draw®© software and create a job.

4. Go to the File, Export menu in Corel Draw®©.
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File  Edit  VMiew Layout  Arrange  Effect

B new Ctrh+N
% Mew From Template.. .
(B Cpen... Chrl+0

E Close
@ Close all

@ Save. .. Ctrl+5
@ save as... Ctrh-hift+5
E@ Rewvert

Acquire Irnage 3
@ Irnpart. .. CErl+1

[z ]
o,

Expart For OFfice. ..

Send To 3
=y Brint... Chrl+P
Print Merge... 3

Print Prewview. ..
=22 Print Setup...
-ﬂ} Prepare For Service Bureau...
Publish To The Web 3
Fublish Ta FDF...

(i) Document Info...

1 24w Serial Controller, cdr

2 C:\Temp!53 Pendant, cdr

3 Backup_of _53 PendantPanel_Final, cdr
4 Greicn's bable.cdr

5 ciitempiMew Front Panels,cdr

[ Exit alt+F4

5. The Export windows will appear.

e — ]
Save in: |&)Inbnx ﬂ 0 _" 3 '

Desktop

=

My Documents

File name: Graphici . plt Compression bype:
|Uncompressed j

Save as type: | PLT - HPGL Plotter File j

Options >3 Export | Cancel |

6. Select the PLT — HPGL Plotter File type under the Save as type: section of
the screen.
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Save in: | (=3 Inbox

S £
- oF e E
File name: | Graphic1 . plk =l Compression bype:
sove st (TGN =] | ]
Export | Cancel

Options >3

7. Make sure that the Save in: folder on the Export screen is showing the
default Job Server folder. This folder is typically c:\Vision Machine
Tools\Inbox.

Erpore
HoFeE

Save in:

Desktop

L

My Documents

(=3 Inbox

% My Recent Documents

Desktop
My Documents
a My Computer
& 34 Floppy (A1)
g Local Disk (1)
1) Yision Machine Toals
I
g Temp (D:)
e Extra (E)
4 DVD-RW Drive (F:)
2% 5pps on 'sedana’ (Q:)
Z# dbamfg on 'sedana’ (R:)
5 shared on 'sedona’ (51)
x joem on ‘sedonaihome’ (LU:)
‘a My Metwark Places
(£ iMBRC
(L) Wision

=

File name:

| Graphicl.plt

El

Save as type: | PLT - HPGL Plotter File

=

Compression bype:

|Uncompressed

=

Options >3

Export

Cancel

8. Click on Export and select the Page tab.
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HPGL Export

Pen

Page t%ﬁ.dvanced |

rScaling Cptiofs

Plotter Crigin

|

i Scale: 100.0 ﬂ % [* Page center

" Fit to page " Bokkorm left
—Page — Orienkakion

 ( Porkrait
Page size: |Custom j
(¢ Landscape

width: |“-D inches [~

Height: |2-D |inches | | Ploteer urits: 1018 j

o]

9. Change the Plotter Origin from Page Center to Bottom Left. Note: This
setting will be retained after it is changed once.

Cancel | Help |

Platter Origin
- Page center

¥ Bottom Iefh

10. Click OK. The file has now been sent to the Vision machine.

11. The LCD screen on the Vision controller will show:

Y Material Height?
16.000 (in)

12. Enter the page size height that you setup in Corel Draw®©. You can look at
the Corel Draw®© screen below to determine the height of the plate.

Y

1

13. Enter that number into the Vision controller and press Enter.

OB 2 a @le- - 8w a
Custarm i IE|% I ;|;| D IE 'E
i

] 1I|4 I.]u 1I|4

d|

14. Press Start and the job will engrave.

Sending jobs from other programs

The Vision controller will accept most standard HPGL and standard GCode files. The
controller and Job Server need to be setup to run these files directly one time. After
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S

that, you do not need to setup these parameters again. The steps to configure the
machine are as follows:

1. Make sure that the Job Server program is running. To do this, go to Start,
Programs, Vision Machine Tools, Job Server.

2. Right mouse click on the Job Server in the Windows System Tray at the
lower right corner of the screen.

1 &

DM, ..
Hokwatch. ..
JobQueue. ..
Digitize. ..
JobHistory, .,
JobMonitor, ..

fbout JobServer., ..
Show Session Log...
Help. .. F1

Program Setkings...
Create Shorbcut. ..

G0 Offline

Exit

3. Go to Program Settings and click on CAD Import.
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JobServer Settings

X

—Job Hiztary Databasze

IC:Wisinn Machine Toolsh) obHiztor. mdb

Clear Job Histomy | Repair Databasze |

L]

—Project File
IE:'\F’loglam FilegWWizion Machine Toolzs'Files'ProjectFileViz. ete

_l Settings... |

r—File Extensions

HPGEL: ID" CHC: Icnc M ative: IUCi Binany: I

[~ &uto Preview onJob Info
[ Launch Jobkaonitor on Startup

CAD Import.. |

—Host Data Capture
Capture lnput [
Capture Dutput [~

—dutaDBl Path

L

ok |

Cancel |

4. Select Invert Y axis from the CAD Import Options screen.

CAD Imporkt Options

I
r

nvert ' axis

k. Cantaours

Tolerance IUDDEQ

[ Cutinside contours before outside contours
™ Optimize Slkew
| Shartest Distance
% Linear Scans
€ Horizontal
% Vertical
™ Bidirzctional

Scan width |5

o]

Canicel |

x|

5. Click OK on the CAD Import Options screen and the click OK on the Job

Server settings screen.

6. On the Vision controller, press the Menu button.

Press the Z down jog button two times. Then press the Y down jog button

one time to highlight the Configuration.... Menu.

button on the controller.
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Ethernet Settings
Configuration. . . .

8.

Press the Y up or down button to select the Prompt Y Height menu item and
press Enter.

Prompt Y Height
Display Units
Save Defaults
Restore Defaults

10.
11.
12.

13.

14.
15.

Press the X left jog button to select YES and press Enter.
Press the Exit button two times to return to the main screen.
Go into the program you are using and create a job.

Typically, you can go to the File, Export menu in the program you are using.
If not, check the programs user guide to see if and how to create an HPGL or
GCode file.

Export the file. Make sure to export the file to the default Job Server folder
which is typically c:\Vision Machine Tools\Inbox. You must use a .PLT or
.CNC extension on the file.

The file should now have been sent to the Vision machine.

The LCD screen on the Vision controller will show:

Y Material Height?
16.000 (in)

16.
17.

Enter the page size height that you setup in your program and press Enter.

Press Start and the job will engrave.

61



VISION CONTROLLER MANUAL

62




VISION CONTROLLER MANUAL TROUBLESHOOTING

TROUBLESHOOTING

Troubleshooting Chart

Before calling an authorized service center, please check this trouble shooting chart.
Many of the problems that can occur are easily corrected without the need of a
technician.

Issue: The LCD screen shows “Drives Not Enabled!”
Possible Resolutions:
1. Press the Goto Home button. The LCD should now show Drives=ON

2. Make sure the large Stop button is out. Rotate the Stop button clockwise to
see if it pops out.

3. Make sure the cable between the Vision engraving table and the Vision
controller are connected.

4. The table cable is bad.

Issue: No table movement — LCD shows “Finding Z Limit” motion
Resolution:

Check the fuse labeled “DC Fuse” on the back of the controller. Replace fuse if
necessary.

Issue: The lights on the front panel are all off and the LCD screen is off.
Resolution:

Check the fuse labeled “AC Fuse” on the back of the controller. Replace fuse if
necessary.

Issue: The machine engraves jobs upside down
Resolution:

Right Mouse click on the Job Server icon in the Windows®© system tray. Go to Program
Settings. Click on CAD Import. If the Invert Y axis has a check by it, un-check it and if
the Invert Y axis does not have a check by it, check it. Then click OK and then OK.
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Issue: The machine stops engraving in the middle of a job when running from Vision
Pro.

Resolution:

Make sure you are using the Vision Series 3 controller driver. In Vision Pro go to the
Engrave, Engraver Defaults menu. The name of the selected driver should contain the
word “Series 3" in it.

Vision Pro 7: Go to File, Install Cutting Devices in Vision Pro 7 and make
sure you select Series 3 controller drivers and select the correct table size.

Vision Pro 6: Make sure you are using the latest version of Vision Pro 6 which
can be downloaded at www.visionengravers.com/downloads/vpro6.zip. With
the latest version installed, go to File, Install Drivers in Vision Pro 6 and make
sure you select Series 3 controller drivers and select the correct table size.

Vision Pro 5: Acquire the Series 3 controller driver from Vision by emailing
service@visionengravers.com. Copy the driver file into the VPro5 folder.

Go into Vision Pro 5 and go to Help, About Vision Pro. Hold the <alt> key
down and press the letter i. Notepad will come up with the signlab.ini file.

Go to Edit, Find, then type in "Plotter" and click on Find. It will look like:

[PlotterSetup]
usecab=1
DeviceUsed=0
NumberDevices=0
Plotter1=
Plotter2=

Add one to the number of devices and then make it look like:

[PlotterSetupl
usecab=1
DeviceUsed=0
NumberDevices=1
Plotter1 =V1212
Plotter2=

If V1212 (for example) is the new driver name, then go to File->Save. Now, the
driver should be visible for selection in Vision Pro at the Engrave->Engraver
Setup menu option.

Issue: The LCD screen shows “Host Not Responding”
Resolution:

Start the Job Server by going to Start, Programs, Vision Machine Tools, Job Server.
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Issue: When using a serial connection and Job Server, the Job Server does not
connect.

Resolution:

Make sure that the when the machine connection is added from the Machine
Connections screen that you click on Properties per the picture below.

Machine Tool Properties = x|

The following Machine Taoolz are zet up
an thiz computer;

1] | i

Add... Remowve | Properties. .. |
Test|P... | Help... | Cloze |
v3.910.2

The settings should be per the picture below.
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Yision Properties = x|
Wigion Rename... |

— Port
IEDmmunicatinns Part [COMT:]

L

— Baud Rate

| 57E00 =l
— Parity

I Ewven j

— Machine Info Databaze

] I Cancel

Issue: Pressing the Access Jobs button shows many jobs that are not needed.
Possible Resolution:

Go to My Computer. Then go to Local Disk C:\Vision Machine Tools\Outbox. Select
and delete the files that are no longer needed.

Issue: LCD shows “Limits Still Active”
Possible Resolution:

Press the Shift button on the Vision Controller and then release it. Next press the
“Goto Home” button. The machine will home itself and the error will clear.

Issue: When trying to add a Vision machine in the Machine Tool Properties, a machine
is not found and the error below is shown.
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New Machine Tool

“windows did nat find any new kachine Tools attached to your
computer

To select your kachine Tool from a list, click Mext.

e x|

Cancel

< Back I Mext > I

Possible Resolution:

Right mouse click on My Network Properties and go to Properties. The screen below

will be shown.

ol -loix
File Edt ‘iew Favorites Tools Advanced Help | -:,'
OBack - -\) e l.@ /._]Search I~ Folders | | o x n | v
Address I‘:; Metwork Cornections j (=]
Marme | Type | Stabus | Device Mame I Fhone

LAN or High-Speed Internet

<L Lacal Area Connection LAM or High-Speed Inter...  Caonnected, Firewalled

Wizard

Wizard

<

Inkel(R) PROJ10D VE Net...

sl

|2 objects

Right mouse click on Local Area Connection and go to Properties. Click on the
Advanced tab and click on Settings per the picture below.
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L Local Area Connection Properties I=) |

General .-’-‘«dvancedl

Windows Fireswall

Protect my computer and netwark by limiting Settings...
or preventing access to this computer from

the: [nkernet

] | Cancel |

Click on the Exceptions tab per the picture below.

%= Windows Firewall = |

Gereral  Exceptions | Advanced |

‘windows Firewall iz blocking incoming nebwork, connections, except for the
programs and services selected below. Adding exceptions allows some programs
to work. better but might increaze your security rizk.

Programs and Services:

Mame -
Client

dbare? ene

DualDesk Wiewer

File and Printer Sharing

javan

MetworkStreaming Engineer

MetworkStreaming Engineer —
MetworkStreaming Engineer

[ Remate Assistance

Remate Desktop

SLxSystem j

Add Program... Add Port.. Edit... Delete |

¥ Display a notification when Windows Firewall Blacks a program

what are the risks of allowing exceptions?

ok I Cancel |

Make sure you put a check mark next to “Display a notification when Windows Firewall
blocks a program”. Click OK two times. Now try to add a new machine tool from the
Machine Tool Properties screen. When you click Add, the screen below will appear.
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% windows Security Alert =1 |

“9 To help protect your computer, Windows Firewall has blocked
some features of this program.

Do you want to keep blocking this program?

J MName: Run a DLL as an App

Publisher: Microsoft Corparation

K.eep Blacking Unblock Aisk Me Later

‘windows Firewall has blocked this program fram accepting connections from the
Internet or a netwark. [f you recognize the program or trust the publisher, you can

unblock it. When should | unblock a program?

Click Unblock. Then click the Back button and click Next again and the Vision machine
should now be shown. Click Finish and then Close.

Issue: When trying to run Job Server, the following error appears.

observer IR

L] "_'u Could not skart HotWwatch
L]

Possible Resolution:

Right mouse click on My Network Properties and go to Properties. The screen below
will be shown.

" Network Connections e =] 4|
File Edt ‘iew Favorites Tools Advanced Help | :,"
. - EY - ) -
L) Back s lﬁ P Search I~ Folders =& ¥ x n
Address |Q Network Connections j 5
Marme | Type | Stabus | Device Mame I Fhone
LAN or High-Speed Internet
<L Lacal Area Connection LAM or High-Speed Inter...  Caonnected, Firewalled Inkel(R) PROJ100 VE Met...
Wizard
Wizard
[l | i
|2 objects A

Right mouse click on Local Area Connection and go to Properties. Click on the
Advanced tab and click on Settings per the picture below.
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L Local Area Connection Properties I=) |

General .-’-‘«dvancedl

Windows Fireswall

Protect my computer and netwark by limiting Settings...
or preventing access to this computer from

the: [nkernet

] | Cancel |

Click on the Exceptions tab per the picture below.

%= Windows Firewall = |

Gereral  Exceptions | Advanced |

‘windows Firewall iz blocking incoming nebwork, connections, except for the
programs and services selected below. Adding exceptions allows some programs
to work. better but might increaze your security rizk.

Programs and Services:

Mame -
Client

dbare? ene

DualDesk Wiewer

File and Printer Sharing

javan

MetworkStreaming Engineer

MetworkStreaming Engineer —
MetworkStreaming Engineer

[ Remate Assistance

Remate Desktop

SLxSystem j

Add Program... Add Port.. Edit... Delete |

¥ Display a notification when Windows Firewall Blacks a program

what are the risks of allowing exceptions?

ok I Cancel |

Make sure you put a check mark next to “Display a notification when Windows Firewall
blocks a program”. Click OK two times. Now run Job Server. The screen below will

appear.
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%= windows Security Alert

“b-—. To help protect your computer, Windows Firewall has blocked
some features of this program.

Do you want to keep blocking this program?

J MName: Run a DLL as an App

Publisher: Microsoft Corparation

K.eep Blacking Unblock Aisk Me Later

‘windows Firewall has blocked this program fram accepting connections from the
Internet or a netwark. [f you recognize the program or trust the publisher, you can
unblock it. When should | unblock a program?

Click Unblock. Then click OK and then Close. Right mouse click on the Job Server icon
in the lower right corner of the screen and select Exit. Click OK when it asks “Are you
sure you wish to shutdown?”. Run Job Server again and it should connect to the Vision
machine.

Issue: You would like to move the folder location for the Inbox and Outbox.
Resolution:

With the Job Server running, right mouse click on the Job Server icon in the lower right
corner of the screen in Windows. Left click on HotWatch. The screen below will be
shown:

= L [=T B
W HotWatch
Hotw#atch Folders:
|rE IE:'\"-.-"isiDn achine Toolshnboxh J
OutBor: [C:¥¥ision Machine Tooks\Outbar J

Fefrezh Interval: |2 _I? Seconds

W Activate Hotw'atch on startup of JobServer
[~ Empty DutBox onJobServer Exit

Statuz

I Active...

Stop Haobw atching

Click on the three dots to the right of the folder names for the Inbox and Outbox and
select the folder that you would like to use.
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Issue: You would like to move the folder location on the computer where the jobs
shown in the Access Jobs button are located.

Resolution:

1. With the Job Server running, right mouse click on the Job Server icon in the
lower right corner of the screen in Windows. Left click on DNC. The screen

below will be shown:

ove I
1

gy DNC

Dizplay filez from thiz falder:

IE:WisiDn taching ToolzhOutboxb, _l

— Statuz

I |nactive...

Rezet DMC |

— Pendant Yiew

Click on the three dots to the right of the folder name and select the folder that you
would like to use.
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MAINTENANCE

How to Remove and Clean the Air Filter

Weekly preventive maintenance should be performed to ensure reliable operation of
your controller. It is recommended that the input fan filter be removed weekly and
cleaned to ensure proper cooling of the control electronics.

1. Remove the filter guard; this is easiest if you pull from a corner of the guard.

2. Remove the filter and blow out the filter with low pressure compressed air or rinse
the filter with water and dry before replacing.

3. Replace the filter and replace the filter guard.
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HOW TO CHANGE THE POWER INPUT
from 110 volts to 220 volts or 220 volts to 110 volts.
1. Unplug the power cable going into Vision controller.

2. Remove the top cover of the controller by removing the 3 Philips screws on the
top, 1 on the back and 2 on each side.

3. Move the switch shown below to the position closest to the outside of the case
(left position looking from the front) for 110 volts and move the switch to the
inside position (right position looking from the front) for 220 volts.

Voltage Switch Location

(Inside Machine)

4. Put the top cover back on the Vision controller and replace all the screws.

5. The controller is now configured for the power input that you have set.
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